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Environmental Protection Agency § 610.52 

§ 610.43 Chassis dynamometer proce-
dures. 

(a)(1) 1975 Federal Test Procedure. Ve-
hicle exhaust emissions and fuel econ-
omy under urban driving conditions 
will be measured according to the Fed-
eral emission test procedure described 
in 40 CFR part 86, subpart B, which is 
known as the 1975 Federal Test Proce-
dure (’75 FTP). However, the following 
modifications will be employed: 

(i) No evaporative emission loss, as 
specified by 40 CFR part 86 need be 
measured (with the exception of de-
vices modifying or disconnecting exist-
ing evaporative control devices in such 
a manner as would be expected to ad-
versely affect their evaporative emis-
sion control performance). 

(ii) Vehicle preconditioning shall 
consist of operation of the vehicle 
through one (1) EPA Urban Dynamom-
eter Driving Schedule. This precondi-
tioning must be done at least 12 hours, 
but no earlier than 36 hours before the 
emission test. 

(iii) While the test fuel must meet 
the specifications outlined in 40 CFR 
part 86, fuel conditioning as specified 
for evaporative emission test proce-
dures is not required. 

(b) Highway Fuel Economy Test. The 
test vehicle is fully warmed up at the 
start of the highway Fuel Economy 
Test which is ordinarily run imme-
diately following the Federal Emission 
Test Procedure. The test procedure to 
be followed for generation of highway 
fuel economy data is that specified in 
§ 600.111. 

(c) Steady state tests. Constant speed, 
road load tests may be conducted to 
help give insight into operational dif-
ferences and exhaust emission and fuel 
economy changes due to a retrofit de-
vice. Speeds between 0 (engine idling) 
and 60 mpg will be investigated, with a 
time period at each speed long enough 
to ensure that engine operation has 
stabilized. 

Subpart E—Durability Test 
Procedures 

§ 610.50 Test configurations. 
(a) In addition to the tuneup to man-

ufacturer’s specifications per § 610.41, 
all vehicles in the durability fleet will 

have installed the following new parts: 
Air, oil, and fuel filters, spark plugs, 
points, condenser, rotor, distributor 
cap, PCV valve, and emission control 
devices such as vacuum control valves 
and EGR valves. 

(b) Vehicles included in the dura-
bility fleet will be subjected at zero de-
vice-miles to the same test sequence 
for fuel economy and exhaust emis-
sions as specified in subpart D. Subse-
quently, they will be tested at 3,000 de-
vice-mile intervals, up to and including 
the final mileage point of 15,000 device- 
miles. Testing at these mileage points 
will be performed with the vehicle 
equipped with the full retrofit system. 

(c) After the 15,000-mile test the vehi-
cle will be tuned as necessary and the 
device adjusted to the manufacturer’s 
specifications as required. The fully re-
stored retrofitted configuration will 
then be tested. The device will then be 
removed from the vehicle and the vehi-
cle set to vehicle manufacturer’s speci-
fications. A tuned baseline test will 
then be conducted. 

§ 610.51 Mileage accumulation proce-
dure. 

(a) Except as otherwise provided in 
this part, the mileage accumulation 
procedure will be that provided in 40 
CFR part 86. This mileage accumula-
tion schedule, or a suitable alternate 
procedure approved by the Adminis-
trator, will be used. 

(b) Fuel used in the accumulation of 
mileage will be commercial fuel avail-
able in the retail market and shall con-
form to the requirements of 40 CFR 
part 86 for mileage accumulation fuel. 

(1) The requirements of this para-
graph may be modified by the Adminis-
trator when it is a fuel or fuel additive 
that is being tested. 

§ 610.52 Maintenance. 
(a) Maintenance during the dura-

bility evaluation can best be consid-
ered in three separate categories: 

(1) Normal scheduled vehicle mainte-
nance, 

(2) Unscheduled vehicle maintenance, 
and 

(3) Retrofit maintenance. 
(b) Normal scheduled vehicle mainte-

nance is the periodic service specified 
in the original owner’s manual supplied 
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